
1. NAME

Preston CRC 800

2. MANUFACTURER

Preston Pacific Corporation
4423 Leston Avenue
Dallas, TX 75247
Telephone: 214-631-7376

3. DESCRIPTION

Preston CRC 800 is a chlorinated rub-
ber curing, sealing, and hardening

material for concrete. It is composed
of a high-solids base containing chlo-
rinated rubber, special plasticizing
resins , and leveling additives.
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CONCRETE SEALER: PRESTON CRC 800

6. MANUFACTURER’S TECHNICAL DATA

For technical data, contact manufac-
turer at address listed above.

Packa~inE: CRC 800 is available in
55-gal drums (492 lb) and 5-gal pails
(46 lb).

7. MANUFACTURER’S GUIDANCE FOR
APPLICATION

Application: Apply evenly over sur-
face by low pressure power sprayer,
hair broom, or lambswool roller.

New concrete: Apply at the rate of
approximately 300 sq ft per gal as
soon as surface water has disappeared.

Old concrete: Apply at approximately
400 to 600 sq ft per gal.

4. APPLICABLE SPECIFICATIONS

It meets TFC-00800 and far exceeds
ASTM C 309.

5. USES & LIMITATIONS

Uses : Preston CRC 800 cures, seals,
hardens, and dustproofs new or old
concrete in one easy application. It
has excellent adhesion to most paint
and floor tile adhesives and excellent
resistance to acid and alkali.

Limitations : Preston CRC (W) white
pigmented should be used on exterior
surfaces only. Preston CRC (C) clear
will yellow under prolonged exposure
to ultraviolet light and heat. Do not
use where even a slight discoloration
is objectionable.

Preston CRC 800 dries dust free in
30 min. It dries hard in approxi-
mately 2 hr, depending on weather
conditions.

8. CORPS OF ENGINEERS’ EVALUATION
(tested as concrete sealers,only)

Phvsical and mechanical Properties :

Percent solid
(ASTM D 1644, Method A): 21.3%

Percent moisture absorption
(ambient temp) (ASTM C 642-82):

1 day
2 days
4 days
7 days

0.66%
1.08%
1.55%
2.18%
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Ratio of percent moisture absorption
for treated to nontreated specimen
(2-day submersion): 23.0%

9. AVAILABILITY AND COST

Availability: Preston CRC 800 is
available throughout the United States
and internationally direct from the
manufacturer or authorized distribu-
tors. Contact manufacturer for fur-
ther information.

costs : Cost varies with geographic
location and with quantity ordered.
Contact manufacturer for accurate cost
estimates.

10. ENVIRONMENTAL CONSIDERATIONS

Reasonable caution should guide the
preparation, repair, and cleanup
phases of activities involving poten-
tially hazardous and toxic chemical
substances. Manufacturer’s recommen-
dations to protect occupational health
and environmental quality should be
carefully followed. Material safety
data sheets must be obtained from the
manufacturers of such materials. - In
cases where the effects of a chemical
substance on occupational health or
environmental quality are unknown,
chemical substances should be treated
as potentially hazardous toxic
materials.
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